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Abstract
Focused ion beam scanning electron microscopy (FIB-SEM) tomography is a
serial sectioning technique where an FIB mills off slices from the material sam-
ple that is being analysed. After every slicing, an SEM image is taken showing
the newly exposed layer of the sample. By combining all slices in a stack, a 3D
image of the material is generated. However, specific artefacts caused by the
imaging technique distort the images, hampering the morphological analysis of
the structure. Typical quality problems inmicroscopy imaging are noise and lack
of contrast or focus. Moreover, specific artefacts are caused by the FIB milling,
namely, curtaining and charging artefacts. We propose quality indices for the
evaluation of the quality of FIB-SEM data sets. The indices are validated on real
and experimental data of different structures and materials.
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1 INTRODUCTION

Focused ion beam scanning electron microscopy (FIB-
SEM) tomography is an imaging technique widely used
in the analysis and evaluation of materials’ structures and
morphology at the nano scale.1–6 Combined with the pre-
cise FIB slicing, the high lateral resolution and depth of
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field of the stacked SEM images yield highly resolved
3D structural information. Quantitative analysis, however,
usually requires a segmentation step. That is, components
or objects of interest have to be identified in the image.
Typically, pixels are assigned to a particular component,
for example, to pore space or solid component in a porous
medium, based on their grey values or those in their close
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vicinity. Clearly, a certain image quality is a prerequisite
for correct segmentation. This general fact gains particu-
lar importance in the case of FIB-SEM images of highly
porous media. In these, material from deeper layers is
visible through the pore phase (shine-through-artefacts)
which additionally hampers correct segmentation into
pore space and solid component. Various algorithms have
been developed to reconstruct such porous structures.7–13
However, their successful application depends even more
critically on the image quality.
Resolution and brightness of the images depend on the

electron beam acceleration voltage.14 Increasing the elec-
tron beam size can blur the SEM images.15 Increasing the
dwelling time, that is, the amount of time that the elec-
tron beam illuminates a single pixel, decreases the noise.
In practice, there are many more degrees of freedom and
the material and the electron beam interact in a complex
way. FIB-SEM imaging parameters are chosen by experi-
ence and optimized by trial-and-error to yield images as
good as needed at reasonable effort. As the imaging process
is time-consuming and might be destructive, insufficient
image quality should be detected early. Objective quality
indices, applicable on a few slices in the beginning of the
imaging process, can help to decide whether the imaging
should be continued.
There are plenty of objective assessment methods for

natural images, where natural images refers to images pro-
jected onto the retina by light reflected from objects in
typical visual environments.16–18 In contrast, methods for
evaluating the quality of microscopic images are limited
and, to the best of our knowledge, there are no dedicated
methods for FIB-SEM image stacks. An index frequently
used for SEM images is the signal-to-noise-ratio.19,20 How-
ever, its estimation from an SEM signal is very difficult
because it depends on the characteristics of specimens as
well as on the SEM operating conditions.21 There is no
standard that could be transferred betweenmeasurements
of different samples. Moreover, the fact that there are sev-
eral definitions of the signal-to-noise-ratio may lead to
confusion.22–25
For individual SEM images, recent no-reference

methods26,27 evaluate blurring combining gradients and
grey value statistics. Also, Wang et al.28 employ a neural
network trained on 650 high- and low-quality SEM images
of ants, metal, stamens, colloids and minerals (details
described in Li et al.29) to classify SEM images into ‘good’
and ‘bad’ quality. Their focus is on rich texture images of
separate objects which is in contrast to the homogeneous
material samples studied here. Finally, Koho et al.30 sort
microscopic images according to quality based on image
statistics, in both, spatial and frequency domains.
When evaluating image quality, multiple criteria should

be considered separately. Clearly, images should be noise-
free and feature sharp edges and a good grey value contrast

between the components. FIB-SEM-specific artefacts are
curtaining and charging. Curtaining artefacts are caused
by the ion beammilling through phaseswith different den-
sities and appear as vertical, thin, uneven bands on one
or a few consecutive slices. (see Figure 1C,E) Charging is
a commonly known problem in SEM imaging of electri-
cally insulating samples.31 High-energy electrons hit the
non-conductive sample, charge builds up rapidly on the
material’s surface and in deeper layers and finally causes
artefacts such as the bright regions in Figure 1(F). Even
worse, charging disturbs both, the electron and the ion
beam. As a consequence, the signal deteriorates visibly, for
example, in the low contrast in Figure 1(I) and the FIB can-
not mill off the material completely, leaving lamellae of
material that block the view on subsequent slices.32
Often, quality evaluation is based on comparing the

input image with a given high-quality reference image. In
contrast, no-referencemethods do not require such a refer-
ence image such that they aremore suitable for our setting.
To evaluate the quality of FIB-SEM images, we adapt state
of the art no-reference methods for evaluating contrast,
noise and blurring.33–35 For measuring the severity of cur-
taining and charging artefacts, we introduce dedicated
novel quality indices. We test the five indices extensively
on simulated and experimental FIB-SEM data sets with
varying characteristics. The indices allow for quick and
efficient evaluation of FIB-SEM images and coincide well
with visual impression, which in turn is strongly corre-
lated with the chances to obtain a good segmentation of
the spatial structure. Finally, we suggestways to correct the
detected flaws and show how the success of the correction
can, again, be judged based on the indices.
This paper is organized as follows: In Section 2, we

describe the synthetic and real FIB-SEM image data
used, define our indices for image quality evaluation, and
suggest quick remedies for flaws reported by them. In Sec-
tion 3, we apply the indices and remedies where needed.
Finally, conclusions are drawn in Section 4.

2 MATERIALS ANDMETHODS

In Section 2.1, we first describe the experimental (Sec-
tion 2.1.1) and the simulated (Section 2.1.2) image data
used. The subsequent Section 2.2 provides the five image
quality indices. Section 2.3 summarizes methods for
improving image quality with respect to each of the
five indices.

2.1 Image data

In the following two sections, we describe the FIB-
SEM stacks used throughout this paper. Obviously, it is
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100 ROLDÁN et al.

F IGURE 1 Scanning electron microscopy (SEM) slices from exemplary focused ion beam (FIB)-SEM data sets of porous and non-porous
materials used throughout this paper.

impossible to represent the full range of materials,
structures and SEM imaging modes even approximately.
Instead, we chose a portfolio that is both practically rele-
vant and instructive. Synthetic FIB-SEM stacks are used to
illustrate how the quality indices work.

2.1.1 FIB-SEM

Real data, selected to represent the diversity in terms of
quality and structures, is presented in the next sections.
Concerning the quality, characteristics as contrast, noise,
blurring and image artefacts vary along the data sets. Fur-

thermore, data sets contain several structures including
highly porous and non-porousmaterials. The selected data
were provided by the following institutions: Institute of
Nanotechnology and Karlsruhe Nano Micro Facility at
Karlsruhe Institute of Technology (KIT), Fraunhofer Insti-
tute for Ceramic Technologies and Systems (IKTS), Max
Planck Institute for Polymer Research (MPIP) and Chair
of Functional Materials at Saarland University (CFMSU).
Figure 1(A) shows an image of sintered polystyrene balls

acquired byMPIPusing anFEIHeliosNanoLab 660micro-
scope. A protective Pt layer of thickness 1 m and area
12 × 8 m2 was deposited on the sample. A volume of 12 ×
8 × 6 m3 was imaged with cubic voxels of size 35 nm.
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ROLDÁN et al. 101

F IGURE 2 Simulated scanning electron microscopy (SEM) images of a Boolean model with varying dwell times.

Figure 1(B,C,H,I) features infiltrated silica balls at two dif-
ferent dwelling times, an infiltrated silica monolith and a
silica monolith. They were obtained by KIT using an FEI
Strata 400S Dual Beam at 5 kV, with cubic voxels of size
20 nm. An FEI Helios NanoLab 600 microscope was used
by CFMSU for acquiring the images of the porous carbon
structure in Figure 1(D), the AlSi alloy in Figure 1(E) and
the etched aluminium foil in Figure 1(G) with cuboidal
voxels of 83 × 106 × 250 nm3 and cubic voxels of 10 and
20 nm, respectively. Finally, the ZrO2 in Figure 1(F) was
imaged at IKTS using a crossbeam NVision 40 Field Emis-
sion Scanning Electron Microscope by Carl Zeiss at 1.5 kV
with a voxel size of 3 × 3 × 6 nm3. All images shown in the
following are secondary electron signal SEM images.

2.1.2 Synthetic images

Besides the real images, we use synthetic FIB-SEM data
obtained using the simulation tool described by Prill and
Schladitz.36 The microstructure is generated as a realiza-
tion of a Boolean model,37–39 which is a random closed set
model given by the union of grains centred at the points
of a homogeneous Poisson point process. Here, the grains
are spherical and have a constant radius of 9 voxels and the
Boolean model has a porosity of 65%.
For the simulation of the FIB-SEM imaging, we assume

that the balls are made from carbonwhile the complement
of the ball system is air. FIB-SEM images are generated
by simulating electron diffusion through the microstruc-
ture. Electron paths are simulated using the Monte Carlo
method of MONSEL II by Lowney.40 Various accelera-
tion methods introduced by Prill and Schladitz36 allow
for a simulation of physically sound FIB-SEM stacks in
reasonable time. These synthetic data enable objective
comparison of processing methods as well as training of
machine learning methods (see Salzer et al.,8 Fend et al.13
andRoldán et al.41). Depending on the imaging parameters
used in the simulation, the synthetic images also feature
variations in contrast, blur and noise, as visible in Figure 2.

2.2 Image quality indices

Due to the sequential imaging and the FIB sectioning in
between, image quality in a 3D stack can differ consid-
erably from slice to slice. Hence, we assess image quality
separately for each slice and therefore introduce quality
indices for 2D images in the following.
By a 2D image, we understand a function 𝑓 ∶ (ℤ+)

2
∩

𝑊 ⟶ℝ, where 𝑊 ⊂ ℝ2 is a compact rectangular win-
dow and such that for a point (𝑥, 𝑦) ∈ (ℤ+)

2
∩𝑊 the

image grey value at that point is given by 𝑓(𝑥, 𝑦). A pixel is
defined by the triple (𝑥, 𝑦, 𝑓(𝑥, 𝑦)), and for simplicity, we
will only write 𝑓(𝑥, 𝑦) below. If 0 ≤ 𝑥 < 𝑚 and 0 ≤ 𝑦 < 𝑛,
we say that the image 𝑓 has size𝑚 × 𝑛.
In the following, we introduce indices indicating noise,

blur, missing grey value contrast, curtaining and charging.
All five indices are constructed to have range [0,1]. The
value 1 is reached by a perfect image only, whereas values
close to 0 are a sign of serious flaws.

2.2.1 Noise index

Empirical studies concerning the type of noise in
SEM images suggest that the noise follows a Gaussian
distribution.42 Hence, the key to characterization of the
noise level as well as noise removal is the estimation of
the parameters, in particular the variance, of the noise
distribution.34,43,44 Liu et al.34 classify estimation methods
as filter-based, patch-based and statistical. Filter-based
approaches remove the contribution of the original
image by suitable filters and estimate the noise from the
resulting image representing the noise component.43,45–47
Patch-based approaches decompose the image into
image patches and estimate the noise level from selected
patches.34,48 Zoran and Weiss’s49 statistical approach
estimates noise variance by modelling the change of
kurtosis values due to adding noise to the image. For a
summary of further methods, we refer to the reviews of
Pyatykh et al.48 and Liu et al.34
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102 ROLDÁN et al.

Pyatykh et al.48 introduced a patch-based approach
based on a principal component analysis. When evaluated
on two benchmark data sets, their algorithm resulted in
the highest accuracy and was observed to be much faster
than competing methods with similar accuracy. Here, we
use Liu et al.’s34 adaption of the method which is similarly
accurate but further reduces the run time. In the follow-
ing, we briefly sketch the method. Liu et al.34 provide a
MATLAB implementation.
We assume that the observed image 𝑓 = 𝑔 + 𝜀 is an addi-

tive decomposition of a noise-free image 𝑔 and Gaussian
white noise 𝜀 with mean 0 and variance 𝜎2 that is inde-
pendent of 𝑔. For estimating the noise variance, square
image patches of size 𝑠 × 𝑠 are defined. We follow the rec-
ommendation of Liu et al.34 by setting 𝑠 = 7. Sliding the
patch centre over the image, an input image of size 𝑛 ×
𝑚 will generate a sample of 𝑀 = (𝑛 − 𝑠 + 1) ⋅ (𝑚 − 𝑠 + 1)

patches. In vectorized form, we get

𝐟𝑖 = 𝐠𝑖 + 𝛆𝑖, 𝑖 = 1, … ,𝑀

with 𝛆𝑖 ∼  (0, 𝜎2𝐼) and independent 𝐠𝑖 and 𝛆𝑖 . For sim-
plicity, the patches are assumed to be uncorrelated, even
though this is not the case for overlapping patches. Esti-
mation of the noise variance is now based on the following
idea: Assume that a 𝑑-dimensional random vector 𝐲 can be
decomposed into

𝐲 = 𝐱 + 𝐧

such that 𝐱 and 𝐧 are independent and 𝐧 ∼  (0, 𝜎2𝐼).
Denoting the covariance matrix of a vector 𝐱 by Σ𝐱, we get

Σ𝐲 = Σ𝐱 + 𝜎2𝐼. (1)

Let 𝐮 ∈ ℝ𝑑 be a unit vector. We project the data 𝐲 onto the
axis spanned by 𝐮 and compute the variance of the result.
Due to the independence of 𝐱 and 𝐧, we get

var(𝐮𝑇𝐲) = var(𝐮𝑇𝐱) + 𝜎2.

This implies that the direction 𝐮min of minimal variance is
identical for 𝐱 and 𝐲. The direction 𝐮min is obtained as the
eigenvector associated to the minimal eigenvalue 𝜆min(Σ𝐲)
of Σ𝐲 . Thus,

𝜆min(Σ𝐲) = 𝜆min(Σ𝐱) + 𝜎2𝐼.

While 𝜆min(Σ𝐲) can be estimated from the empirical
covariance matrix of a noisy image, estimation of 𝜆min(Σ𝐱)
is not possible. However, if we can assume that the data
𝐱 are contained in a subspace of ℝ𝑑 of dimension smaller

than 𝑑, we get 𝜆min(Σ𝐱) = 0 such that

𝜎̂2 = 𝜆̂min(Σ𝐲).

For image patches, this assumption is fulfilled if the
images do not contain too fine texture details (see Liu
et al.34). The microscopy images considered here are
expected to fulfil this condition.
In case of doubt, fine texture patches can be detected

and removed from the sample. To do so, Liu et al.34 use
the trace of the gradient covariance matrix of the image
patch as ameasure of texture strength. A patch is discarded
if its texture strength is higher than a texture strength
threshold. This threshold is chosen as the 1 − 𝛼-quantile
(𝛼 = 1𝑒 − 6) of a gamma distribution whose parameters
can be estimated from the image. In particular, the scale
parameter depends on the noise level 𝜎2. Strongly textured
patches influence the noise level estimate 𝜎̂2 and, hence,
the threshold. To remove this influence, an iterative proce-
dure is chosen: Noise level estimation, threshold selection
and deletion of patches are successively repeated until the
estimated noise level 𝜎̂2 does not change any more.
To define a noise index with values between 0 and 1, we

consider an upper bound 𝜏 for the noise standard devia-
tion, such that the noise index of images with 𝜎 > 𝜏 is set
to 0. That is, we define the noise index as

𝑖𝑛 = max
(
1 −

𝜎̂

𝜏
, 0

)
. (2)

Our threshold selection is based on the 3𝜎 rule for the
Gaussian distribution which states that more than 99% of
the distribution mass is contained within three standard
deviations of the mean. We consider a grey value range of
[0,1]. A Gaussian kernel with standard deviation 𝜎 cen-
tred in the central grey value 0.5 will fit in the interval
[0,1] if 3𝜎 ≤ 0.5, hence, 𝜎 ≤ 0.167. For larger 𝜎, a signifi-
cant amount of noisy grey values will exit the allowed grey
value range of [0,1]. This motivates our choice of 𝜏 = 0.16.
See Figure 3 for a toy example illustrating the noise index.

2.2.2 Blur index

Gradient, variance and frequency domain-based metrics
to measure the blur have been proposed by Crété-Roffet
et al.,35 Windisch and Kozlovszky50,51 and Erasmus and
Smith.52 For microscopic images, dedicated methods have
been suggested.53–58 Recent no-referencemethods for blur-
ring evaluation in SEM images are proposed by Wang
et al.26 and Li et al.27 Wang et al.26 present an elabo-
rated algorithm for blurring measurement decomposing
the original image in two images: a cartoon part and a
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ROLDÁN et al. 103

F IGURE 3 Toy example image with added Gaussian noise with mean zero and varying variance and corresponding noise indices.

texture part. The blurring ismeasured by quantifying spec-
tral and gradient image information from the decomposed
images. Compared to the images in Wang et al.,26 the FIB-
SEM images shownhere show relatively few texture details
such that a decomposition does not seem necessary.
In Li et al.’s27 method, initially a grey scale erosion of

the image is computed. Edges are then detected by a Sobel
filter followed by noise filtering, such that the structural
edges are preserved. Finally, themaximumand the average
gradient are computed and combined into a blurring index.
Due to the low degree of texture details of our images,

we decided to adapt the simple gradient approach of Crété-
Roffet et al.35 comparing the gradients in the original image
𝑓 and a blurred version 𝐵(𝑓). If 𝑓 is sharp, then the gradi-
ents of 𝑓 and 𝐵(𝑓) differ more strongly than if 𝑓 is blurred.
Crété-Roffet et al.35 blur by horizontal and vertical linear
mean filters to detect directed motion blur. As this is not
expected in microscopy images, we replace these by just a
square mean. Figure 4 shows an example.
Formally, the approach is defined as follows: Starting

from an input image 𝑓, a blurred version 𝐵(𝑓) is obtained
by applying a mean filter with mask size 9 × 9 pixels. Next,
we consider the absolute values of the gradient images
of 𝑓 and 𝐵(𝑓) denoted by 𝐺𝑓 and 𝐺𝐵(𝑓), respectively. For
comparing the gradient images, we set

𝐷 = max(0, 𝐺𝑓 − 𝐺𝐵(𝑓))

and sum over all pixel values to obtain

𝑠𝐷 =

𝑚,𝑛∑
𝑖,𝑗=1

𝐷(𝑖, 𝑗) and 𝑠𝑓 =

𝑚,𝑛∑
𝑖,𝑗=1

𝐺𝑓(𝑖, 𝑗).

The blur metric is defined as:

𝑖𝑏 =
𝑠𝐷
𝑠𝑓
. (3)

This index has values between 0 and 1, where 0means poor
and 1 excellent.

2.2.3 Contrast index

Differences in intensity create image contrast, allowing
individual features and structural details to become visible.
Inmicroscopy, the contrast depends on several factors such
as the chemical composition and microstructure geome-
try of the material to be imaged, the spatial resolution and
microscope characteristics.
Several contrast metrics for images have been proposed,

see, for example, the summary in Olsen et al.33 Basically,
one can distinguish global contrast metrics that charac-
terize contrast in the whole image and local metrics that
evaluate contrast in the neighbourhood of each pixel. The
latter is of interest for natural images which may show
an object of interest in front of a rather homogeneous
background. Here, we are interested in images of spatially
homogeneous microstructures. Hence, we restrict atten-
tion to global contrast metrics which measure to which
extent the available grey value range has been exploited but
do not consider the spatial distribution of contrast in the
image. One suchmeasure is theMichelson contrast, which
is defined as the ratio between the difference and the sum
of the maximum and minimum grey values. A drawback
of this measure is that it can be easily biased even by single
noisy pixels.
A metric that is more robust with respect to changes

of single pixels is root mean squared (RMS), that is, the
standard deviation of the grey values of the image

𝑅𝑀𝑆(𝑓) =

√√√√√ 1

𝑚𝑛

𝑚−1∑
𝑥=0

𝑛−1∑
𝑦=0

(𝑓(𝑥, 𝑦) − 𝑓)
2
, (4)

where 𝑓 is the mean grey value. To obtain a standardized
measure, we assume that the grey value range has been
scaled to the interval [0,1]. The RMS is widely used as an
image summary statistic.59–62 It is experimentally proven
to be in accordance with the human perception.63,64
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104 ROLDÁN et al.

F IGURE 4 Toy example images and gradients. Top: Original image with sharp edges and two mean filtered versions. Filter mask size
3 × 3 and 5 × 5 pixels for (B) and (C), respectively. Bottom: gradient images.

The RMS has positive values between 0 (constant
image) and 0.5 (image with grey values 0 and 1 in equal
proportion).65 The maximum RMS value observed on all
image data available in this study is approximately 0.3
which roughly coincides with the value expected for a uni-
form distribution of grey values. Setting this value as an
upper limit, we define a contrast index with range [0,1] by

𝑖𝑐 = min(𝑅𝑀𝑆(𝑓)∕0.3, 1).

A value of 𝑖𝑐 close to 0 represents almost constant grey val-
ues, hence poor contrast, while for high contrast imageswe
will get 𝑖𝑐 ≈ 1. See Figure 5 for some examples.

2.2.4 Curtaining index

Curtaining artefacts appear in the 𝑦-axis direction, and
their shape varies from thin and deep stripes to thick and
shallow bands. In the literature, the focus is on removal
of stripe artefacts rather than their quantification. See Sec-
tion 2.3.4 for details. One strategy for stripe removal is
filtering in frequency space using the fast Fourier trans-
form (FFT).66–68 We adopt ideas of Münch et al.68 to derive
an index quantifying curtaining.

Vertical stripe artefacts in an image 𝑓 produce fre-
quency components in the horizontal direction 𝑥̂ in the
Fourier transform 𝑓 of 𝑓. Curtaining information can
be emphasized by computing the directional gradient
along the 𝑥-direction prior to the Fourier transform.
Figure 6(A,B) shows an image with curtaining artefacts
and its 𝑥-gradient. The stripe information is condensed to
the abscissa in Figure 6(C).
Frequency decurtaining methods perform well on fre-

quencies near the origin. The stripes caused by curtaining
are parallel to the 𝑦-axis. Thus, in frequency space, we
have to look for peaks along the 𝑥-axis. Therefore, to
quantify the degree of the curtaining, we use a window
elongated in 𝑥-direction. From our experience, a region of
width 120 pixels and height 30 pixels is sufficient to col-
lect the frequencies of interest and observe the curtaining
induced peaks.
For this region, we define a binary image 𝑏 of the same

size as the box as follows. For each column of 𝑓 the max-
imal grey value within the box is detected. Its location is
marked by a white pixel (value 1) in 𝑏. The remaining pix-
els of 𝑏 are set to black (value 0). Examples are shown in
the top of Figure 7. In the next step, the row sums of 𝑏 are
computed and normalized by thewidth of the box to obtain
a resultant vector 𝐶.
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ROLDÁN et al. 105

F IGURE 5 Toy example image from Figure 3, here with varied grey value range. Grey value histograms and contrast indices. Versions
(A) and (B) are restricted to low and high grey values, respectively. Version (C) uses the full 8bit range of grey values.

F IGURE 6 Scanning electron microscopy (SEM) image with curtaining artefacts, gradient and Fourier transform.

A predominant peak in the centre of the resultant signal
suggests an imagewith curtaining artefacts, whereas resul-
tant signals without a predominant peak suggest images
without these artefacts as shown in Figure 7(B). We pro-
pose a curtaining index as the global maximum of the
resultant signal global max(𝐶) plus the values obtained at
the left and right of this maximum denoted as 𝐶+ and
𝐶−. These neighbours are included as they allow to report

curtaining artefacts that slightly deviate from ideal stripe
shape. The initial curtaining index is defined as

𝑖𝑖𝑛𝑖𝑡𝑐𝑢 = 1 − (global max(𝐶) + 𝐶+ + 𝐶−).

For images with ideal stripes, the index obtains the min-
imum value of 0. In this case, the maximum locations of
𝑓 are in the centre of the image, and the resultant binary
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106 ROLDÁN et al.

F IGURE 7 Binary boxes (top) and normalized frequencies (bottom) of images with and without curtaining artefacts. Binary boxes of
affected images feature horizontal line patterns and a dominant peak at the centre of the resultant signal (A) whereas those of curtaining free
images contain scattered points and no dominant peak (B). In the plots of the normalized frequencies, the global maximum with the left and
right neighbours are highlighted. The aluminium foil (C) features vertical edges leading to overestimated curtaining. Rotation such that the
edges are perfectly vertical (D) further emphasizes this effect.

image 𝑏 consists of a horizontal line in the middle. For
clean images, we assume that the maximum locations are
uniformly distributed. Thus, the binary image consists of
scatteredwhite pixels with an expected number of four pix-
els per row. As we consider the sum of three normalized
entries of 𝐶, the maximum value is given 1 − 12∕120 =

0.9. Therefore, to exploit the full index range [0,1], we

rescale the index by setting 𝑖𝑐𝑢 = 𝑖𝑖𝑛𝑖𝑡𝑐𝑢 ∕0.9. With this set-
ting, 𝑖𝑐𝑢 = 0 means strong curtaining and 𝑖𝑐𝑢 = 1 means
free of artefacts. For instance, the toy example images
(Figure 5) show two straight vertical stripes resembling
strong curtaining artefacts. Thus, the frequency domain
exhibits horizontal frequencies corresponding the stripes.
Curtaining values in these cases are close to zero. The
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ROLDÁN et al. 107

F IGURE 8 Scanning electron microscopy
(SEM) images featuring varying degrees of charging
along with grey value histograms and 𝑆 functions.
Charging indices are 0.08 and 0.86 for (A) and (C),
respectively.

values are 0.05, 0.10 and 0.06, for Figures 5(A), 5(B) and
5(C), respectively.

2.2.5 Charging index

Charging artefacts develop when a material cannot ade-
quately conduct the charges generated by the interaction of
thematerial with the electron beam during SEM scanning.
The ratio between electrons absorbed from the sample
to electrons emitted as secondary electrons, backscattered
electrons and Auger electrons determines the charges that
are building up on the sample surface. These can both
be positive and negative. An electrical potential on the
sample surface generates bright or dark spots and causes
image distortions as electron production is artificially
changed (see Figure 1C,D,F). Note that the low contrast in
Figure 1(I) is caused by charging, too, as the electrons are
deflected. This is however reported by the contrast index
defined above.
We extract information from the image histogram as the

histogram of an image with charging has typically a signif-
icant amount of pixels in the upper region. Thus, our index
is based on grey values exceeding the 90th percentile 𝑝90 of
the image grey value distribution (see Figure 8). We define
the function

𝑆(𝑠) =

{
0 if 𝑠 < 𝑝90

ℎ(𝑠) if 𝑠 ≥ 𝑝90,

whereℎ(𝑠) is the absolute histogramcount at the grey value
𝑠 for an image grey value range of [0,1]. Original images
are 8-bit, and thus there are 256 different possible grey val-
ues. Here, we consider a histogram discretization to the
range [0, 1] by using the MATLAB function 𝑖𝑚2𝑑𝑜𝑢𝑏𝑙𝑒.69
We consider a normalized version of 𝑆 by dividing the func-
tion by the total number of pixels of 𝑆 with grey values
above 𝑝90. We denote this normalized version as 𝑆∗. We
propose the charging index by considering the mean of 𝑆∗
in the upper half interval [0.5, 1] as grey values for charging
are expected in this interval. As a last step, we transform
the obtained mean value by scaling the interval [0.5, 1] to
the interval [0,1]. Then, the charging index is given by

𝑖𝑐ℎ = 2 ∗

(
1 −

∑
𝑠∈[0.5,1]

𝑠𝑆∗(𝑠)

)
,

where 0 is bad and 1 excellent.

2.3 Remedies

This section summarizes options for dealing with qual-
ity flaws detected by the suggested indices. It is neither
intended to be a comprehensive review of all available
methods nor a strict guideline.We rather collect practically
helpful information on severity of the problem, abundance
and costs of remedies. Whenever possible, optimization of
the imaging set-up to avoid distortions should be preferred
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108 ROLDÁN et al.

to later trying to enhance the acquired stack by image
processing techniques.
We restrict to 2D processing methods as our quality

indices operate slice-wise. Moreover, successful applica-
tion of 3D algorithms to FIB-SEM stacks typically demands
pre-processing of the whole stack, in particular align-
ment and correction of grey value fluctuations. Processing
the whole stack contradicts however our intention of
providing tools for early intervention.

2.3.1 Denoising

Noise can be reduced experimentally by increasing the
dwell time, the beam current or the acceleration voltage
as well as by using other detection schemes. However,
increasing the dwell time or the beam current will poten-
tially lead to increased charging and an increase in acceler-
ation voltage will reduce the surface sensitivity potentially
increasing blurring. Alternatively, if the sample is exhibit-
ing limited conductivity, it can be beneficial to change
the scan strategy by averaging multiple scans from the
same area.
In image processing, denoising is probably themain goal

of classical image filtering. In general, denoising reduces
high-frequency image components like edges, textures and
noise and thus degrades the image. Obtaining a denoised
image without degradation is a challenging open task.70
Linear filters like the mean filter remove noise, but blur
the image at the same time. Non-linear filters, such as
the median, a weighted median71 or more general rank
value filters as, for example, described by Heygster72 pre-
serve details of the original image better. They substitute
each pixel’s grey value with the respective quantile or
trimmed (or truncated) quantile of grey values within the
filter mask. González-Ruiz et al.47 propose a dedicated
method for denoising FIB-SEM images of biological struc-
tures which employs local filtering to preserve the original
structure within the image. We suggest a simple 3 × 3 or
5 × 5 median filter which is usually sufficient for noise
removal and preserves structural details quite well. Vari-
ational methods that denoise by minimizing a suitably
defined energy function are harder to implement but allow
to incorporate knowledge on image content and imaging
method (see, e.g. Teuber et al.73).

2.3.2 Sharpening

Experimental approaches to sharpen the images can be to
reduce the beam diameter, either by more accurate focus-
ing and stigmation, which should be part of the routine
microscope adjustment for every new image area, or by

choosing optical conditions of the electron gun and the
condenser system to yield a smaller beam. This second
option is connected to a reduced intensity and thus a
reduced signal-to-noise ratio. Furthermore, reducing the
acceleration voltage can improve the surface sensitivity
and thus help to sharpen surface features in the images.
On the image processing side, non-blind deblurring

methods apply a priori chosen masks for sharpening as,
for example, in Richardson, Lucy andWiener filtering.74–76
Blind deblurring methods use masks, too. However, these
masks are computed from the blurred image.77,78
We suggest the popular non-blind filtering with an

unsharp mask79: First, derive a detail image 𝐼detail con-
sisting of the details that are removed by smoothing the
blurred input image 𝐼 by the Gaussian filter ℎ𝜎. That is,
𝐼detail = 𝐼 − ℎ𝜎(𝐼). The sharpened image is then obtained
as pixelwise weighted sum of the original 𝐼 and the detail
image: 𝐼sharp = 𝐼 + 𝛼𝐼detail where 𝛼 is the weight of the
detail added to the original image.WeuseMATLAB’s func-
tion imsharpenwith default parameters 𝜎 = 1 and 𝛼 = 0.8

as suggested by Mathworks.80 Noise or edge effects can
occur as side effects but can be diminished by selecting a
suitable mask or filtering locally on regions of the image.

2.3.3 Contrast enhancement

The image contrast should always be maximized experi-
mentally prior to acquiring the final image by tuning the
gain and offset of the detector. Care should be taken in
particular when imaging many consecutive slices as the
contrast might change in some of the upcoming slices and
oversaturation or intensity cut-offs need to be prevented.
In image processing, there is a wide variety of contrast-

enhancing methods. Direct methods like those of de
Haan,81 Cheng and Xu82 and Beghdadi and Le Negrate83
enhance images by maximizing some quality measure.
Lacking a generally applicable metric for maximizing con-
trast in SEM images, we choose an indirect approach as
those of Sherrier and Johnson,84 Polesel et al.85 and Arici
et al.86 Indirect methods exploit the dynamic range of the
image’s grey values for enhancing. They either transform
the image’s grey value histogram87–92 or decompose the
image in frequency space and improve the contrast by
modifying certain frequency components.93–96 For a thor-
ough review of contrast correction methods, we direct the
interested reader to Kaplan et al.97
Ordinary histogram equalization has limitations in

images with regions that are significantly brighter or
darker than most of the image. Adaptive histogram equal-
ization (AHE) methods overcome these limitations by
splitting the image into subregions and equalizing the
histogram for each of those. AHE enhances the local
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ROLDÁN et al. 109

F IGURE 9 Representative slices from focused ion beam scanning electron microscopy (FIB-SEM) stacks of infiltrated silica balls
imaged using different dwelling times. Contrast and blur indices decrease as dwelling times are larger. The curtaining index are similar for
the noisy, low-contrast image (A) (also shown in Figure 1C) and image (B), whereas for (C) (same as Figure 1B), it decreases significantly.

contrast and preserves edges, may however empha-
size noise in quasi-constant regions. Contrast Limited
(CL)AHE is a variant reducing this problem. Zuiderveld98
applied CLAHE successfully on FIB-SEM images. We
therefore suggest CLAHE, too. The algorithm is avail-
able as MATLAB function adapthisteq, and is controlled
by the parameters clipLimit and distribution.99 The for-
mer is a contrast factor preventing oversaturation in
homogeneous areas. The latter specifies a distribution fam-
ily (uniform, Rayleigh and exponential) that models the
desired histogram shape.

2.3.4 Decurtaining

In heterogenous samples, it is difficult to completely pre-
vent curtaining during FIB cutting. It can be reduced by
applying a reasonable surface coating to prevent surface
features to add to curtaining effects. Furthermore, it might
be worthwhile changing the sample orientation to perform
FIB cutting such that particularly inhomogeneous regions
are located at the bottom of the volume of interest. If the
microscope is equipped with a rocking stage, this can be
used to continuously tilt the sample while cutting to smear
out and reduce curtaining.
As algorithmic remedy, the first dedicated decurtain-

ing algorithm by Münch et al.68 uses a discrete wavelet
transform to separate the image’s vertical components
on several scales. Subsequently, a filter in Fourier space
removes the stripes. The inverse wavelet transformation,
recursively applied, yields the decurtained image. The user
chooses the wavelet family, the decomposition depth and
the spectral filter. The algorithmworks verywell for stripes
stretching over the image’s complete vertical dimension. It

is available as part of a set of ImageJ plug-ins maintained
by the group for 3D-Microscopy at EMPA.100
Variational methods101–103 minimize a stripe penalizing

cost function via primal dual techniques.We implemented
the algorithm proposed by Liu et al.103 as MATLAB func-
tion. For suggestions on the choice of the parameters, we
refer to Liu et al.103 Overall, the method performs very
well on FIB-SEM data, may however introduce undesired
blurring if the parameters are not chosen optimally. The
algorithms of Münch et al.,68 Liu et al.103 and Fitschen
et al.102 are implemented in ToolIP provided by Fraunhofer
ITWM, Department of Image Processing,104 too.

2.3.5 Dealing with charging

Avoiding charging is probably the most challenging aspect
to handle experimentally when imaging non-conductive
samples, especially as it is not always clear which features
are due to charging and which features are inherent in
the sample. If the region of interest is not too deep, appli-
cation of a conductive coating connected to the ground
can reduce charging. Otherwise, reducing the accelera-
tion voltage and/or the beam current reduces charging,
but also the image intensity and thus the signal-to-noise
ratio. Changing the dwell time and the scan strategy can be
efficient to reduce charging as well as changing the detec-
tion scheme—BSE imaging is less sensitive to charging
compared to SE imaging.
Luckily, when aiming at segmentation (or reconstruc-

tion) of the solid component of a porousmaterial, charging
is not a true concern as it just renders the brighter pix-
els belonging to the solid even brighter. Figure 9 shows
an example.

 13652818, 2024, 2, D
ow

nloaded from
 https://onlinelibrary.w

iley.com
/doi/10.1111/jm

i.13254 by U
niversität K

aiserslautern-L
andau, W

iley O
nline L

ibrary on [14/03/2025]. See the T
erm

s and C
onditions (https://onlinelibrary.w

iley.com
/term

s-and-conditions) on W
iley O

nline L
ibrary for rules of use; O

A
 articles are governed by the applicable C

reative C
om

m
ons L

icense



110 ROLDÁN et al.

F IGURE 10 Representative slice from the
infiltrated silica balls data set from Figure 1(C) and
Figure 9(A), enhanced as described in Section 3.3,
together with the quality indices for this slice.

Sim et al.31 suggest so-called exponential contrast
stretching transforming the original image’s grey value dis-
tribution into a given distribution as treatment of charging
artefacts in microscopic images. Wan Ismail et al.105 fol-
low Sim et al.,31 but replace the exponential by a Rayleigh
distribution to prevent image oversaturation.

2.4 General procedure

When trying to improve image quality, noise should be
considered first as it is usually rather easy to remove and
other flaws like curtaining can only be detected if the noise
does not deteriorate the stripes too strongly. Image qual-
ity evaluation and enhancement should therefore always
start by noise removal. Subsequently, the image is eval-
uated using the indices revealing additional potential
quality problems.
All enhancement methods can have side effects. Thus,

any image processing needs to be applied with prudence.
From our experience, after noise removal, contrast, blur,
curtaining and charging should be treated in that order.

Contrast enhancementmay emphasize noise and charg-
ing in the image slightly, without however compromising
the overall image quality seriously. Sharpening increases
contrast, too, and helps to detect curtaining artefacts, may
however as well amplify the noise. Decurtaining may blur
the image. Sharpening should therefore be considered to
complement decurtaining.
As a rule of thumb, any enhancement should improve

the overall quality of the image. If a transformation
decreases one or more indices significantly, then either
the method induces collateral effects or it reveals hid-
den artefacts. An example of the former is the trade-
off between noise and blurring. The latter happens for
instance when denoising decreases the curtaining index as
in Figure 10(B).

3 RESULTS

In this section, we apply the indices for objective quality
evaluation of FIB-SEM images first to the synthetic images
from Section 2.1.2, then to the real images presented along
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ROLDÁN et al. 111

TABLE 1 Index values for the synthetic data from Figure 2. Noise index values increase significantly with increasing dwelling time.
Contrast improves. Blurring index values decrease moderately. Charging values decrease significantly due to the increased number of
electrons. There is no curtaining, and the corresponding index does not vary considerably.

Name Image 𝒊𝒏 𝒊𝒃 𝒊𝒄 𝒊𝒄𝒖 𝒊𝒄𝒉

100 ns 0.44 0.87 0.57 0.89 0.93

300 ns 0.63 0.82 0.63 0.91 0.83

1µs 0.77 0.77 0.69 0.81 0.67

5µs 0.90 0.74 0.70 0.86 0.63

this document. Finally, the full enhancement work-flow
as suggested in Section 2.4 is applied using methods from
Section 2.3.

3.1 Sanity check based on synthetic
SEM images

The synthetic FIB-SEM images from Section 2.1.2 mimic
different dwell times and vary from poor to excellent qual-
ity as a function of dwell time as visible in Figure 2. The
low dwell time images are noisy as expected and the noise
index reports this accordingly as shows Table 1. Increasing
the dwell time improves the contrast. The contrast index
reflects this properly. Longer dwell times yield less noise,
which in turn lets the image appear sharper. Thus, the
blur index decreases slightly. The charging index varies
notoriously because of overexposed halos around the solid
phase, which are misinterpreted as charging artefacts. The
curtaining index remains nearly constant. Results are sum-
marized in Table 1. All values reported by the indices agree
well with visual impression.

3.2 Results on experimental data

In this section, we use the indices to evaluate the qual-
ity of the experimental images from Section 2.1.1 featuring
various characteristics and artefacts. We add a few com-
plementary images to demonstrate specific effects. Results
are summarized in Table 2. Values near zero reveal seri-

ous quality problems as strong noise in the infiltrated
silica balls in Figure 9(A). As to be expected, higher dwell
times yield larger noise index values for Figure 9(B,C).
Moreover, contrast, blurring and curtaining indices differ
considerably as dwelling time varies. Contrast and sharp-
ness decrease as consequences of less noise. The curtaining
index works well only for higher dwell time, as curtaining
artefacts are hidden by noise otherwise.
In general, index values close to zero indicate serious

quality concerns while high index values indicate good
quality. For instance, the polystyrene balls, porous carbon
and zirconium dioxide—Figure 1(A,D,F)—are sharp with
minimal noise as the noise index values show. Moreover,
the ZrO2 image features exceptionally high contrast and
consequently the highest contrast index value. This is not
only due to the deep dark pores but also because of strong
charging artefacts.
Rather simple methods as suggested in Section 2.3

can enhance the SEM images considerably. However,
they usually affect more than one of the indices. After
each enhancement, the image should be inspected. Spe-
cial attention is due if an enhancement causes critical
index values near zero. Indices should not be interpreted
separately as they interact closely. Interpretation and com-
parison of the quality indices is easier for images with
similar content, that is, similar structures imaged under
similar conditions in as in the case shown in Figure 9.
Clearly, the indices are limited in several ways, one

being that the index is assigned to the whole image.
Table 2 reports charging in the porous carbon. The bright
regions are however outside of the actual sample. A simple
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112 ROLDÁN et al.

TABLE 2 Quality index values for the experimental data from Figure 1. The polystyrene balls and the infiltrated silica monolith images
are good quality examples and the index values agree with this visual impression. The remaining examples have one or more quality problems
revealed by lower index values. For example, the infiltrated silica balls yield low contrast and suffer from curtaining, whereas for the porous
carbon charging artefacts are the main concern.

Name Image 𝒊𝒏 𝒊𝒃 𝒊𝒄 𝒊𝒄𝒖 𝒊𝒄𝒉

Polystyrene
balls

0.94 0.65 0.57 0.84 0.71

Infiltrated
silica balls
5 s

0.95 0.59 0.33 0.26 0.83

Infiltrated
Silica balls
300 ns

0.51 0.91 0.43 0.42 0.79

Porous
carbon

0.92 0.63 0.68 0.72 0.25

AlSi alloy 0.97 0.93 0.20 0.02 0.78

ZrO2 0.75 0.81 1.00 0.68 0.08

Aluminium
foil

0.93 0.70 0.53 0.51 0.32

Infiltrated
silica
monolith

0.95 0.64 0.76 0.94 0.86

Silica
monolith

0.96 0.69 0.18 0.84 0.94

enhancement without applying any processing is proper
cropping. Similarly, the curtaining index will mistake thin
vertical structures for imaging artefacts.
In general, the quality of all SEM images within a

3D FIB-SEM stack should stay the same as the imaging
parameters remain unchanged. Thus, the quality indices
have to be calculated for a few slices only to check the
imaging parameters. However, during long FIB-SEMmea-
surements, the sample can run out of focus and the risk
of charging rises as a consequence of continuous exposure
to the electron beam. Curtaining is a local phenomenon

affecting just one or a couple of consecutive SEM slices,
too. Continuous monitoring of the indices could help to
detect deteriorating image quality fast.

3.3 Image processing for quality
enhancement

In this section, we exemplify the quality enhancement
suggested in Section 2.3 for the infiltrated silica balls
data set featured in Figure 9(A). Figure 10 shows a slice
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ROLDÁN et al. 113

F IGURE 11 Reconstruction of the representative slices from Figure 10. Noise and curtaining artefacts effects are visible in
reconstructions (A), (B) and (C). Subimage (D) shows reconstruction after the noise, contrast and decurtaining treatment as suggested in
Section 2.4.

representative for the whole stack. Figure 10(A) is the
unprocessed original, as Figure 9(A). Figure 10(B–D)
are enhanced versions. The original is a bit noisy and
moderately affected by curtaining and charging.
First, we denoise by a 3 × 3 median filter as described

Section 2.3.1. The denoised Figure 10(B) not only yields a
higher noise index but also lower blur, contrast and cur-
taining indices. The contrast enhancement by CLAHE as
described in Section 2.3.3 nearly recovers the contrast of
the original image leaving the curtaining as main problem
of Figure 10(C). Consequently, we remove the curtaining
using Liu et al.’s103 method to obtain the final enhanced
Figure 10(D). Benefits of the quality enhancement reflect
in the reconstruction featured in Figure 11(D). The data set
is reconstructed by simple global thresholding with aman-
ually selected threshold. Tresholding is a valid approach
for the reconstruction of the data set as the grey values of
the solid spheres and the infiltrated material are different.

Note that our focus here is clearly on suggesting a
set of generally applicable quality indices and ensuring
their consistency. As a consequence, the example here is
chosen primarily for being particularly instructive as it fea-
tures several quality problems and the effectiveness of the
suggested remedies can be visually perceived.

4 DISCUSSION AND CONCLUSIONS

We suggest objective indices measuring the quality of
microscopic images with respect to several characteristics,
namely, noise, contrast, blurring, curtaining and charg-
ing. The first three apply generally while the latter two are
dedicated to FIB-SEM images. The indices are indeedmoti-
vated by FIB-SEM imaging where they can help to detect
suboptimal imaging parameters early in the slicing and
imaging process.
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The definitions of our indices involve a couple of rather
empirically found constants. However, they are chosen
based on more than a dozen synthetic and more than 50
real FIB-SEM image stacks of a wide variety of materi-
als and structures imaged at four institutions using four
devices. We prove the indices to capture the intended fea-
tures and rank images correctly. We suggest means to
alleviate quality flaws reported by the indices. For remov-
ing noise, lack of contrast and blur, a wealth of well-known
image processing methods are available. We concentrate
here on simple, easily accessible tools. For decurtaining,
we discuss dedicated algorithms. We show the effects of
these improvements and prove that the indices reflect the
corresponding changes in the images accordingly. A sys-
tematic study on the severity of detected flaws and their
impact on the possibility and the quality of 3D reconstruc-
tions is however beyond the scope of this paper and subject
of further research. Cautionary examples show that the
indices should always be considered as an ensemble as, for
example, a lot of noise can in fact hide artefacts or pretend a
high contrast. Moreover, their interpretation depends criti-
cally on the imaged structure as, for example, no index can
differentiate bright vertical edges from curtaining.
As mentioned, the indices have been tested on a much

wider variety of FIB-SEM images than actually shown
here. They are applicable for FIB-SEM images in general.
In particular, they are not restricted to secondary electron
SEM images but apply to images obtained from any SEM
detector. Clearly, the quality of the images depends on the
chosen detection scheme and different detectors will react
very differently to the various artefacts. The indices report
such variations without any adaption. However, the inter-
pretation of their values might vary. Moreover, we believe
they can be valuable for other imaging methods as well.
Image processing, in particular segmentation or clas-

sification is nowadays dominated by machine and in
particular deep learning (DL) methods. The investiga-
tions presented here have beenmotivated by the challenge
to reconstruct highly porous structures from FIB-SEM
stacks. DL solutions for this semantic segmentation task
have been suggested, too, for example, Fend et al.,13 Sard-
hara et al.106 and Osenberg et al.107 Our quality indices
are not contrasting DL methods. They can contribute to
understanding and improving results of these methods by
offering explanations for unsatisfying results and an easy
and fast way to check whether the training data are really
representative. Of course, ML could be used to evaluate
image quality directly, too. However, this requires suffi-
cient and representative training data which are hard to
gather as humans perceive image quality features individ-
ually. The presented indices are objective and valuable for
quick and reliable quality evaluation based on the first
couple of slices of an FIB-SEM stack.

ACKNOWLEDGEMENTS
The authors acknowledge support by the German Aca-
demic Exchange Service DAAD, and by the German
Federal Ministry of Education and Research through
project REPOS 03VP0049. The authors thank Michael
Engstler (Chair of Functional Materials, Saarland Uni-
versity), Matthias Klingele (Department of Microsystems
Engineering - IMTEK, University of Freiburg), Sören
Höhn (Fraunhofer Institute for Ceramic Technologies and
Systems IKTS) and Regina Fuchs (Max Planck Insti-
tute for Polymer Research) who provided the data sets
used for the study. We thank Niklas Rottmayer of RPTU
Kaiserslautern-Landau and Fraunhofer ITWM for the
decurtaining algorithms.
Open access funding enabled and organized by Projekt

DEAL.

ORCID
DiegoRoldán https://orcid.org/0000-0002-5556-1564
ClaudiaRedenbach https://orcid.org/0000-0002-8030-
069X
Katja Schladitz https://orcid.org/0000-0003-4903-3180
Sabine Schlabach https://orcid.org/0000-0002-1640-
5067

REFERENCES
1. Holzer, L., Indutnyi, F., Gasser, P., Münch, B., &Wegmann, M.

(2004). Three-dimensional analysis of porous BaTiO3 ceramics
using FIB nanotomography. Journal of Microscopy, 216, 84–95.

2. Uchic, M., Groeber, M., Dimiduk, D., & Simons, J. (2008).
3D microstructural characterization of nickel superalloys via
serial-sectioning using a dual beam FIB-SEM. Scripta Materi-
alia, 55, 23–28.

3. Joos, J., Carraro, T., Weber, A., & Ivers-Tiffée, E. (2011).
Reconstruction of porous electrodes by FIB/SEM for detailed
microstructure modeling. Journal of Power Sources, 196,
7302–7307. http://www.sciencedirect.com/science/article/pii/
S0378775310017337

4. Tomus, D., & Pang, H. (2013). In situ lift-out dedicated tech-
niques using FIB–SEM system for TEM specimen preparation.
Micron, 44, 115–119. http://www.sciencedirect.com/science/
article/pii/S0968432812001576

5. Holzer, L., & Cantoni, M. (2012). Review of FIB tomography.
In I. Utke, S. Moshkalev, & P. Russell (Eds.), Nanofabrication
using focused ion and electron beams: Principles and appli-
cations (pp. 410–435). Oxford Series in Nanomanufacturing.
Oxford University Press.

6. Cantoni, M., & Holzer, L. (2014). Advances in 3D focused ion
beam tomography.MRS Bulletin, 39, 354–360.

7. Salzer, M., Thiele, S., Zengerle, R., & Schmidt, V. (2014). On the
importance of FIB-SEM specific segmentation algorithms for
porous media.Materials Characterization, 95, 36–43.

8. Salzer, M., Prill, T., Spettl, A., Jeulin, D., Schladitz, K., &
Schmidt, V. (2015). Quantitative comparison of segmentation
algorithms for FIB-SEM images of porous media. Journal of
Microscopy, 257, 23–30. https://dx.doi.org/10.1111/jmi.12182

 13652818, 2024, 2, D
ow

nloaded from
 https://onlinelibrary.w

iley.com
/doi/10.1111/jm

i.13254 by U
niversität K

aiserslautern-L
andau, W

iley O
nline L

ibrary on [14/03/2025]. See the T
erm

s and C
onditions (https://onlinelibrary.w

iley.com
/term

s-and-conditions) on W
iley O

nline L
ibrary for rules of use; O

A
 articles are governed by the applicable C

reative C
om

m
ons L

icense

https://orcid.org/0000-0002-5556-1564
https://orcid.org/0000-0002-5556-1564
https://orcid.org/0000-0002-8030-069X
https://orcid.org/0000-0002-8030-069X
https://orcid.org/0000-0002-8030-069X
https://orcid.org/0000-0003-4903-3180
https://orcid.org/0000-0003-4903-3180
https://orcid.org/0000-0002-1640-5067
https://orcid.org/0000-0002-1640-5067
https://orcid.org/0000-0002-1640-5067
http://www.sciencedirect.com/science/article/pii/S0378775310017337
http://www.sciencedirect.com/science/article/pii/S0378775310017337
http://www.sciencedirect.com/science/article/pii/S0968432812001576
http://www.sciencedirect.com/science/article/pii/S0968432812001576
https://dx.doi.org/10.1111/jmi.12182


ROLDÁN et al. 115

9. Göbel, M., Godehardt, M., & Schladitz, K. (2017). Multi-
scale structural analysis of gas diffusion layers. Journal
of Power Sources, 355, 8–17. http://www.sciencedirect.com/
science/article/pii/S0378775317303932

10. Prill, T., Schladitz, K., Jeulin, D., Faessel, M., & Wieser, C.
(2013). Morphological segmentation of FIB-SEM data of highly
porous media. Journal of Microscopy, 250, 77–87.

11. Prill, T., Redenbach, C., Roldán, D., Godehardt, M., Schladitz,
K., Höhn, S., & Sempf, K. (2020). Simulating permeabilities
based on 3D image data of a layered nano-porous membrane.
International Journal of Solids and Structures, 184, 3–13.

12. Ott, T., Roldán,D., Redenbach, C., Schladitz, K., Godehardt,M.,
& Höhn, S. (2019). Three-dimensional structural comparison
of tantalum glancing angle deposition thin films by FIB-SEM.
Journal of Sensors and Sensor Systems, 8, 305–315. https://jsss.
copernicus.org/articles/8/305/2019/

13. Fend, C., Moghiseh, A., Redenbach, C., & Schladitz, K. (2021).
Reconstruction of highly porous structures from FIB-SEM
using a deep neural network trained on synthetic images.
Journal of Microscopy, 281, 16–27.

14. Leng, Y. (2013). Materials characterization: Introduction to
microscopic and spectroscopic methods (2nd ed.). Wiley VCH.

15. Yano, F., & Nomura, S. (1993). Experience with natural images
as a basis for vision. Scanning, 15, 19–24.

16. Purves, D. (2009). Experience with natural images as a basis
for vision. In: Encyclopedia of neuroscience (pp. 1491–1494).
Springer.

17. Wang, Z., Bovik, A., Sheikh, H., & Simoncelli, E. (2004). Image
quality assessment: Fromerror visibility to structural similarity.
IEEE Transactions on Image Processing, 13, 600–612.

18. Wang, Z., & Bovik, A. (2006).Modern image quality assessment.
Morgan and Claypool Publishers.

19. Marturi, N., Dembélé, S., & Piat, N. (2014). Scanning electron
microscope image signal-to-noise ratio monitoring for micro-
nanomanipulation. Scanning, 36, 419–429.

20. Yeap, Z., Sim, K., & Tso, C. (2016). Signal-to-noise ratio esti-
mation technique for SEM image using linear regression. 2016
International Conference on Robotics, Automation and Sciences
(ICORAS) (pp. 1–5).

21. Oho, E., & Suzuki, K. (2012). Highly accurate SNR mea-
surement using the covariance of two SEM images with the
identical view. Scanning, 34, 43–50.

22. Erasmus, S. (1982). Reduction of noise in TV rate electron
microscope images by digital filtering. Journal of Microscopy,
127, 29–37.

23. Sim, K., Chuah, H., & Zheng, C. (2005). Performance of a
mixed Lagrange time delay estimation autoregressive (MLT-
DEAR) model for single-image signal-to-noise ratio estimation
in scanning electron microscopy. Journal of Microscopy, 219, 1–
17. https://onlinelibrary.wiley.com/doi/abs/10.1111/j.1365-2818.
2005.01488.x

24. Oho, E., Asai, N., & Itoh, S. (2000). Image quality improvement
using helium gas in low voltage variable pressure scanning
electron microscopy.Microscopy, 49, 761–763.

25. Joy, D. C. (2002). SMART—A program to measure SEM reso-
lution and imaging performance. Journal of Microscopy, 208,
24–34. https://onlinelibrary.wiley.com/doi/abs/10.1046/j.1365-
2818.2002.01062.x

26. Wang, H., Hu, X., Xu, H., Li, S., & Lu, Z. (2019). No-reference
quality assessment method for blurriness of SEM micrographs
with multiple texture. Scanning, 2019, 377–388. https://doi.org/
10.1155/2019/4271761

27. Li, Q., Li, L., Lu, Z., Zhou, Y., & Zhu, H. (2019). No-reference
sharpness index for scanning electron microscopy images
based on dark channel prior. KSII Transactions on Internet and
Information Systems, 13, 2529–2543.

28. Wang, H., Li, S., Ding, J., Li, S., Dong, L., & Lu, Z. (2022). SEM
image quality assessment based on intuitive morphology and
deep semantic features. IEEE Access, 10, 111377–111388.

29. Li, Q., Lu, Z., & Li, L. (2019). Perceptual evaluation of scanning
electronmicroscopy imaging. Journal of Network Intelligence, 4,
10–16. https://bit.kuas.edu.tw/∼jni/2019/vol4/JNI_2019_vol4_
n1_002.pdf

30. Koho, S., Fazeli, E., Eriksson, J., & Hänninen, P. (2016). Image
quality ranking method for microscopy. Scientific Reports, 6, 1–
15.

31. Sim, K., Tan, Y., Lai, M., Tso, C., & Lim, W. (2010). Reducing
scanning electron microscope charging by using exponen-
tial contrast stretching technique on post-processing images.
Journal of Microscopy, 238, 44–56.

32. de Winter, D. M., Schneijdenberg, C., Lebbink, M., Lich, B.,
Verkleij, A., Drury, M., & Humbel, B. (2009). Tomography of
insulating biological and geological materials using focused
ion beam (FIB) sectioning and low-kv BSE imaging. Journal of
Microscopy, 233, 372–383.

33. Olsen, M. A., Hartung, D., Busch, C., & Larsen, R. (2010).
Contrast enhancement and metrics for biometric vein pattern
recognition. In D. S. Huang, M. McGinnity, L. Heutte, & X.
P. Zhang (Eds.), Advanced Intelligent Computing Theories and
Applications (pp. 425–434). Springer.

34. Liu, X., Tanaka, M., & Okutomi, M. (2013). Single-image noise
level estimation for blind denoising. IEEE Transactions on
Image Processing, 22, 5226–5237.

35. Crété-Roffet, F., Dolmiere, T., Ladret, P., & Nicolas, M. (2007).
The blur effect: Perception and estimation with a new no-
reference perceptual blur metric. In SPIE Electronic Imaging
Symposium Conf Human Vision and Electronic Imaging, EI
6492-16. The International Society for Optics and Photonics.

36. Prill, T., & Schladitz, K. (2013). Simulation of FIB-SEM images
for analysis of porous microstructures. Scanning, 35, 189–195.

37. Matheron, G. (1975). Random sets and integral geometry, Wiley.
38. Schneider, R., & Weil, W. (2000). Stochastische Geometrie.

Teubner Skripten zur Mathematischen Stochastik, Teubner.
39. Molchanov, I. S. (1995). Statistics of the Boolean model: From

the estimation of means to the estimation of distributions.
Advances in Applied Probability, 27, 63–86.

40. Lowney, J. R. (1996). Monte Carlo simulation of scanning
electron microscope signals for lithographic metrology. Scan-
ning, 18, 301–306. https://onlinelibrary.wiley.com/doi/abs/10.
1002/sca.1996.4950180406

41. Roldán, D., Redenbach, C., Schladitz, K., Klingele, M., &
Godehardt, M. (2021). Reconstructing porous structures from
FIB-SEM image data: Optimizing sampling scheme and image
processing. Ultramicroscopy, 226, 113291.

42. Mulapudi, S., & Joy, D. (2003). Is SEM noise Gaussian?
Microscopy and Microanalysis, 9, 982–983.

 13652818, 2024, 2, D
ow

nloaded from
 https://onlinelibrary.w

iley.com
/doi/10.1111/jm

i.13254 by U
niversität K

aiserslautern-L
andau, W

iley O
nline L

ibrary on [14/03/2025]. See the T
erm

s and C
onditions (https://onlinelibrary.w

iley.com
/term

s-and-conditions) on W
iley O

nline L
ibrary for rules of use; O

A
 articles are governed by the applicable C

reative C
om

m
ons L

icense

http://www.sciencedirect.com/science/article/pii/S0378775317303932
http://www.sciencedirect.com/science/article/pii/S0378775317303932
https://jsss.copernicus.org/articles/8/305/2019/
https://jsss.copernicus.org/articles/8/305/2019/
https://onlinelibrary.wiley.com/doi/abs/10.1111/j.1365-2818.2005.01488.x
https://onlinelibrary.wiley.com/doi/abs/10.1111/j.1365-2818.2005.01488.x
https://onlinelibrary.wiley.com/doi/abs/10.1046/j.1365-2818.2002.01062.x
https://onlinelibrary.wiley.com/doi/abs/10.1046/j.1365-2818.2002.01062.x
https://doi.org/10.1155/2019/4271761
https://doi.org/10.1155/2019/4271761
https://bit.kuas.edu.tw/jni/2019/vol4/JNI_2019_vol4_n1_002.pdf
https://bit.kuas.edu.tw/jni/2019/vol4/JNI_2019_vol4_n1_002.pdf
https://onlinelibrary.wiley.com/doi/abs/10.1002/sca.1996.4950180406
https://onlinelibrary.wiley.com/doi/abs/10.1002/sca.1996.4950180406


116 ROLDÁN et al.

43. Rank, K., Lendl, M., & Unbehauen, R. (1999). Estimation of
image noise variance. IEEE Proceedings - Vision, Image and
Signal Processing, 146, 80–84.

44. Liu, C., Szeliski, R., Kang, S. B., Zitnick, C. L., & Freeman,W. T.
(2008). Automatic estimation and removal of noise from a sin-
gle image. IEEE Transactions on Pattern Analysis and Machine
Intelligence, 30, 299–314.

45. Corner, B. R., Narayanan, R. M., & Reichenbach, S. E. (2003).
Noise estimation in remote sensing imagery using data mask-
ing. International Journal of Remote Sensing, 24, 689–702.

46. Tai, S., & Yang, S. (2008). A fast method for image noise estima-
tion using Laplacian operator and adaptive edge detection. In
2008 3rd International SymposiumonCommunications, Control
and Signal Processing (pp. 1077–1081).

47. González-Ruiz, V., Fernández-Fernández, M., & Fernández,
J. (2023). Structure-preserving Gaussian denoising of FIB-
SEM volumes. Ultramicroscopy, 246, 113674. https://www.
sciencedirect.com/science/article/pii/S0304399122001930

48. Pyatykh, S., Hesser, J., & Zheng, L. (2013). Image noise level
estimation by principal component analysis. IEEETransactions
on Image Processing, 22, 687–699.

49. Zoran, D., & Weiss, Y. (2009). Scale invariance and noise
in natural images. In IEEE 12th International Conference on
Computer Vision (pp. 2209–2216).

50. Windisch, G., & Kozlovszky, M. (2014). Evaluating sharp-
ness metrics for HE stained blood cell images. In IEEE 15th
International Symposium on Computational Intelligence and
Informatics (CINTI) (pp. 225–229).

51. Windisch, G., & Kozlovszky, M. (2015). Image sharpness
metrics for digital microscopy. In IEEE 13th International Sym-
posiumonAppliedMachine Intelligence and Informatics (SAMI)
(pp. 273–276).

52. Erasmus, S. J., & Smith, K. C. A. (1982). An automatic focus-
ing and astigmatism correction system for the SEM and CTEM.
Journal of Microscopy, 127, 185–199.

53. Pan, J., Sun, D., Pfister, H., & Yang, M. H. (2016). Blind image
deblurring using dark channel prior. In 2016 IEEE Conference
on Computer Vision and Pattern Recognition (CVPR) (pp. 1628–
1636).

54. Leonard, A. P., Cameron, R. B., Speiser, J. L., Wolf, B.
J., Peterson, Y. K., Schnellmann, R. G., Beeson, C. C., &
Rohrer, B. (2015). Quantitative analysis of mitochondrial
morphology and membrane potential in living cells using
high-content imaging, machine learning, and morphologi-
cal binning. Biochimica et Biophysica Acta (BBA) - Molecular
Cell Research, 1853, 348–360. https://www.sciencedirect.com/
science/article/pii/S0167488914003917

55. Xu, L., Zheng, S., & Jia, J. (2013). Unnatural l0 sparse repre-
sentation for natural image deblurring. In IEEE Conference on
Computer Vision and Pattern Recognition (pp. 1107–1114).

56. Yang, Z., Fang, J., Chittuluru, J., Asturias, F., & Penczek,
P. (2012). Iterative stable alignment and clustering of 2D
transmission electron microscope images. Structure, 20,
237–247. https://www.sciencedirect.com/science/article/pii/
S0969212611004679

57. Shan, Q., Jia, J., & Agarwala, A. (2008). High-quality motion
deblurring from a single image.ACMTransactions onGraphics,
27, 1–10. https://doi.org/10.1145/1360612.1360672

58. Young, S. S., Driggers, R. G., Teaney, B. P., & Jacobs, E. L. (2007).
Adaptive deblurring of noisy images. Applied Optics, 46, 744–
752.

59. Peli, E. (1990). Contrast in complex images. Journal of the
Optical Society of America A, 7, 2032–2040.

60. Kukkonen, H., Rovamo, J., Tiipana, K., & Näsänen, R. (1993).
Michelson contrast, RMS contrast and energy of various spatial
stimuli at threshold. Vision Research, 33, 1431–1436.

61. Kacha, L., Matsumoto, N., & Mansouri, A. (2015). Electrophys-
iological evaluation of perceived complexity in streetscapes.
Journal of Asian Architecture and Building Engineering, 14,
585–592.

62. Lu, Z., & Dosher, B. (1998). External noise distinguishes
attention mechanisms. Vision Research, 38, 1183–1198.

63. Bex, P., Solomon, S., & Dakin, S. (2009). Contrast sensitivity
in natural scenes depends on edge as well as spatial frequency
structure. Journal of Vision, 9(10), 1–19.

64. Bex, P., & Makous, W. (2002). Spatial frequency, phase and
the contrast of natural images. Journal of the Optical Society of
America A, 19, 1096–1106.

65. Popoviciu, T. (1935). Sur les équations algébriques ayant toutes
leurs racines réelles.Mathematica, 9, 129–145.

66. Liu, J., &Morgan,G. (2006). FFT selective and adaptive filtering
for removal of systematic noise in ETM+ imageodesy images.
IEEE Transactions on Geoscience and Remote Sensing, 44, 3716–
3724.

67. Arrell, K., Wise, S., Wood, J., & Donoghue, D. (2008). Spec-
tral filtering as a method of visualising and removing striped
artefacts in digital elevation data. Earth Surface Processes and
Landform, 33, 943–961.

68. Münch, B., Trtik, P., Marone, F., & Stampanoni, M. (2009).
Stripe and ring artifact removal with combined wavelet—
Fourier filtering. Optics Express, 17, 8567–8591.

69. Mathworks. (2021). Convert image to double precision. https://
la.mathworks.com/help/matlab/ref/im2double.html

70. Linwei, F., Fan, Z., Hui, F., & Caiming, Z. (2019). Brief review
of image denoising techniques. Visual Computing for Industry,
Biomedicine, and Art, 2, 2524–4442.

71. Yang, R., Yin, L., Gabbouj, M., Astola, J., & Neuvo, Y.
(1995). Optimal weighted median filtering under structural
constraints. IEEE Transactions on Signal Processing, 43, 591–
604.

72. Heygster, G. (1982). Rank filters in digital image processing.
Computer Graphics and Image Processing, 19, 148–164. https://
www.sciencedirect.com/science/article/pii/0146664X82901058

73. Teuber, T., Remmele, S., Hesser, J., & Steidl, G. (2012). Denois-
ing by second order statistics. Signal Processing, 92, 2837–2847.

74. Richardson, W. H. (1972). Bayesian-based iterative method of
image restoration. Journal of the Optical Society of America, 62,
55–59. http://opg.optica.org/abstract.cfm?URI=josa-62-1-55

75. Lucy, L. B. (1974). An iterative technique for the rectification of
observed distributions. Astronomical Journal, 79, 745–754.

76. Wiener, N. (1964). Extrapolation, interpolation, and smooth-
ing of stationary time series: With engineering applications. MIT
Press.

77. Stockham, T., Cannon, T., & Ingebretsen, R. (1975). Blind
deconvolution through digital signal processing. Proceedings of
the IEEE, 63, 678–692.

 13652818, 2024, 2, D
ow

nloaded from
 https://onlinelibrary.w

iley.com
/doi/10.1111/jm

i.13254 by U
niversität K

aiserslautern-L
andau, W

iley O
nline L

ibrary on [14/03/2025]. See the T
erm

s and C
onditions (https://onlinelibrary.w

iley.com
/term

s-and-conditions) on W
iley O

nline L
ibrary for rules of use; O

A
 articles are governed by the applicable C

reative C
om

m
ons L

icense

https://www.sciencedirect.com/science/article/pii/S0304399122001930
https://www.sciencedirect.com/science/article/pii/S0304399122001930
https://www.sciencedirect.com/science/article/pii/S0167488914003917
https://www.sciencedirect.com/science/article/pii/S0167488914003917
https://www.sciencedirect.com/science/article/pii/S0969212611004679
https://www.sciencedirect.com/science/article/pii/S0969212611004679
https://doi.org/10.1145/1360612.1360672
https://la.mathworks.com/help/matlab/ref/im2double.html
https://la.mathworks.com/help/matlab/ref/im2double.html
https://www.sciencedirect.com/science/article/pii/0146664X82901058
https://www.sciencedirect.com/science/article/pii/0146664X82901058
http://opg.optica.org/abstract.cfm?URI=josa-62-1-55


ROLDÁN et al. 117

78. Cannon, M. (1976). Blind deconvolution of spatially invari-
ant image blurs with phase. IEEE Transactions on Acoustics,
Speech, and Signal Processing, 24, 58–63.

79. Haralick, R., & Shapiro, L. (1992). Computer and robot vision.
Addison-Wesley Publishing Company.

80. Mathworks. (2021). Sharpen image using unsharp masking.
https://www.mathworks.com/help/images/ref/imsharpen.
html

81. de Haan, G. (2000). Video processing for multimedia systems.
In Proceedings of IEEE Symposium on Information Theory in the
Benelux (pp. 189–198).

82. Cheng, H., & Xu, H. (2000). A novel fuzzy logic approach to
contrast enhancement. Pattern Recognition, 33, 809–819.

83. Beghdadi, A., & Le Negrate, A. (1989). Contrast enhancement
technique based on local detection of edges. Computer Vision,
Graphics, and Image Processing, 46, 162–174.

84. Sherrier, R.H.,& Johnson,G.A. (1987). Regionally adaptive his-
togram equalization of the chest. IEEE Transactions onMedical
Imaging, 6, 1–7.

85. Polesel, A., Ramponi, G., & Mathews, V. (2000). Image
enhancement via adaptive unsharp masking. IEEE Transac-
tions on Image Processing, 9, 505–510.

86. Arici, T., Dikbas, S., & Altunbasak, Y. (2009). A histogram
modification framework and its application for image con-
trast enhancement. IEEE Transactions on Image Processing, 18,
1921–1935.

87. Oppenheim, A., Schafer, R., & Stockham, T. (1968). Nonlinear
filtering of multiplied and convolved signals. Proceedings of the
IEEE, 56, 1264–1291.

88. Kim,Y. (1997). Contrast enhancement using brightness preserv-
ing bi-histogram equalization. IEEE Transactions on Consumer
Electronics, 43, 1–8.

89. Wang, Y., Chen, Q., & Zhang, B. (1999). Image enhancement
based on equal area dualistic subimage histogram equalization
method. IEEE Transactions on Consumer Electronics, 45, 68–75.

90. Gauch, J. M. (1992). Investigations of image contrast space
defined by variations on histogram equalization. CVGIP:
Graphical Models and Image Processing, 54, 269–280. https://
www.sciencedirect.com/science/article/pii/1049965292900748

91. Stark, J. (2000). Adaptive image contrast enhancement using
generalizations of histogram equalization. IEEE Transactions
on Image Processing, 9, 889–896.

92. Chen, Z., Abidi, B., Page, D., & Abidi, M. (2006). Gray-
level grouping (GLG): An automatic method for optimized
image contrast enhancement—Part I: The basic method. IEEE
Transactions on Image Processing, 15, 2290–2302.

93. Kim, J., Kim, L., & Hwang, S. (2001). An advanced contrast
enhancement using partially overlapped sub-block histogram
equalization. IEEE Transactions on Circuits and Systems for
Video Technology, 11, 475–484.

94. Yang, S., Oh, J. H., & Park, Y. (2003). Contrast enhancement
using histogram equalization with bin underflow and bin over-
flow. In Proceedings of the International Conference on Image
Processing (Cat. No.03CH37429) (Vol. 1, pp. 881–884).

95. Chen, S., & Ramli, A. (2003). Minimum mean bright-
ness error bi-histogram equalization in contrast enhance-

ment. IEEE Transactions on Consumer Electronics, 49, 1310–
1319.

96. Sun, C., Ruan, S., Shie, M., & Pai, T. (2005). Dynamic con-
trast enhancement based on histogram specification. IEEE
Transactions on Consumer Electronics, 51, 1300–1305.

97. Kaplan,N.H., Erer, I., &Kumlu,D. (2021). Image enhancement
methods for remote sensing: A survey. In M. Marghany (Ed.),
Recent remote sensing sensor applications. IntechOpen. https://
doi.org/10.5772/intechopen.98527

98. Zuiderveld, K. (1994). VIII.5. - Contrast limited adaptive his-
togram equalization. In P. S. Heckbert (Ed.), Graphics Gems
(pp. 474–485). Academic Press.

99. Mathworks. (2021). Contrast-limited adaptive histogram equal-
ization (CLAHE). https://www.mathworks.com/help/images/
ref/adapthisteq.html

100. Münch, B. (2023). Xlib. https://imagej.net/plugins/xlib/
101. Fehrenbach, J.,Weiss, P., & Lorenzo, C. (2012). Variational algo-

rithms to remove stationary noise: Applications to microscopy
imaging. IEEE Transactions on Image Processing, 21, 4420–
4430.

102. Fitschen, J., Ma, J., & Schuff, S. (2017). Removal of curtain-
ing effects by a variational model with directional forward
difference. Computer Vision and Image Understanding, 155,
24–32.

103. Liu, X., Lu, X., Shen, H., Yuan, Q., & Zhang, L. (2018). Oblique
stripe removal in remote sensing images via oriented variation.
https://arxiv.org/abs/1809.02043

104. Fraunhofer ITWM, Department of Image Processing. (2022).
ToolIP – Tool for image processing, Version 2022. http://www.
itwm.fraunhofer.de/toolip

105. Wan Ismail, W. Z., Sim, K. S., Tso, C. P., & Ting, H. Y. (2011).
Reducing charging effects in scanning electron microscope
images by Rayleigh contrast stretching method (RCS). Scan-
ning, 33, 233–251. https://onlinelibrary.wiley.com/doi/abs/10.
1002/sca.20237

106. Sardhara, T., Aydin, R. C., Li, Y., Piché,N., Gauvin, R., Cyron, C.
J., & Ritter, M. (2022). Training deep neural networks to recon-
struct nanoporous structures from FIB tomography images
using synthetic training data. Frontiers in Materials, 9. https://
www.frontiersin.org/articles/10.3389/fmats.2022.837006

107. Osenberg, M., Hilger, A., Neumann, M., Wagner, A., Bohn, N.,
Binder, J. R., Schmidt, V., Banhart, J., & Manke, I. (2023). Clas-
sification of FIB/SEM-tomography images for highly porous
multiphase materials using random forest classifiers. Journal
of Power Sources, 570, 233030. https://www.sciencedirect.com/
science/article/pii/S0378775323004056

How to cite this article: Roldán, D., Redenbach,
C., Schladitz, K., Kübel, C., & Schlabach, S. (2024).
Image quality evaluation for FIB-SEM images.
Journal of Microscopy, 293, 98–117.
https://doi.org/10.1111/jmi.13254

 13652818, 2024, 2, D
ow

nloaded from
 https://onlinelibrary.w

iley.com
/doi/10.1111/jm

i.13254 by U
niversität K

aiserslautern-L
andau, W

iley O
nline L

ibrary on [14/03/2025]. See the T
erm

s and C
onditions (https://onlinelibrary.w

iley.com
/term

s-and-conditions) on W
iley O

nline L
ibrary for rules of use; O

A
 articles are governed by the applicable C

reative C
om

m
ons L

icense

https://www.mathworks.com/help/images/ref/imsharpen.html
https://www.mathworks.com/help/images/ref/imsharpen.html
https://www.sciencedirect.com/science/article/pii/1049965292900748
https://www.sciencedirect.com/science/article/pii/1049965292900748
https://doi.org/10.5772/intechopen.98527
https://doi.org/10.5772/intechopen.98527
https://www.mathworks.com/help/images/ref/adapthisteq.html
https://www.mathworks.com/help/images/ref/adapthisteq.html
https://imagej.net/plugins/xlib/
https://arxiv.org/abs/1809.02043
http://www.itwm.fraunhofer.de/toolip
http://www.itwm.fraunhofer.de/toolip
https://onlinelibrary.wiley.com/doi/abs/10.1002/sca.20237
https://onlinelibrary.wiley.com/doi/abs/10.1002/sca.20237
https://www.frontiersin.org/articles/10.3389/fmats.2022.837006
https://www.frontiersin.org/articles/10.3389/fmats.2022.837006
https://www.sciencedirect.com/science/article/pii/S0378775323004056
https://www.sciencedirect.com/science/article/pii/S0378775323004056
https://doi.org/10.1111/jmi.13254

	Image quality evaluation for FIB-SEM images
	Abstract
	1 | INTRODUCTION
	2 | MATERIALS AND METHODS
	2.1 | Image data
	2.1.1 | FIB-SEM
	2.1.2 | Synthetic images

	2.2 | Image quality indices
	2.2.1 | Noise index
	2.2.2 | Blur index
	2.2.3 | Contrast index
	2.2.4 | Curtaining index
	2.2.5 | Charging index

	2.3 | Remedies
	2.3.1 | Denoising
	2.3.2 | Sharpening
	2.3.3 | Contrast enhancement
	2.3.4 | Decurtaining
	2.3.5 | Dealing with charging

	2.4 | General procedure

	3 | RESULTS
	3.1 | Sanity check based on synthetic SEM images
	3.2 | Results on experimental data
	3.3 | Image processing for quality enhancement

	4 | DISCUSSION AND CONCLUSIONS
	ACKNOWLEDGEMENTS
	ORCID
	REFERENCES


